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(c) Each owner or operator of a bulk 
gasoline plant or a pipeline pumping 
station shall submit a semiannual ex-
cess emissions report, including the in-
formation specified in paragraphs (a)(3) 
and (b)(5) of this section, only for a 6- 
month period during which an excess 
emission event has occurred. If no ex-
cess emission events have occurred 
during the previous 6-month period, no 
report is required. 

[73 FR 1933, Jan. 10, 2008 as amended at 73 FR 
12276, Mar. 7, 2008] 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.11098 What parts of the General 
Provisions apply to me? 

Table 3 to this subpart shows which 
parts of the General Provisions apply 
to you. 

§ 63.11099 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by the U.S. EPA or a dele-
gated authority such as the applicable 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated to a State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities specified in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.11086 through 
63.11088 and § 63.11092. Any owner or op-
erator requesting to use an alternative 
means of emission limitation for stor-
age vessels in Table 1 to this subpart 
must follow either the provisions in 
§ 60.114b of this chapter if you are com-

plying with options 2(a), 2(b), or 2(c) in 
Table 1 to this subpart, or the provi-
sions in § 63.1064 if you are complying 
with option 2(d) in Table 1 to this sub-
part. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and 
(f), as defined in § 63.90, and as required 
in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f), as defined in § 63.90, and as re-
quired in this subpart. 

§ 63.11100 What definitions apply to 
this subpart? 

As used in this subpart, all terms not 
defined herein shall have the meaning 
given them in the Clean Air Act (CAA), 
in subparts A, K, Ka, Kb, and XX of 
part 60 of this chapter, or in subparts 
A, R, and WW of this part. All terms 
defined in both subpart A of part 60 of 
this chapter and subparts A, R, and 
WW of this part shall have the meaning 
given in subparts A, R, and WW of this 
part. For purposes of this subpart, defi-
nitions in this section supersede defini-
tions in other parts or subparts. 

Administrator means the Adminis-
trator of the United States Environ-
mental Protection Agency or his or her 
authorized representative (e.g., a State 
that has been delegated the authority 
to implement the provisions of this 
subpart). 

Bulk gasoline plant means any gaso-
line storage and distribution facility 
that receives gasoline by pipeline, ship 
or barge, or cargo tank and has a gaso-
line throughput of less than 20,000 gal-
lons per day. Gasoline throughput shall 
be the maximum calculated design 
throughput as may be limited by com-
pliance with an enforceable condition 
under Federal, State, or local law and 
discoverable by the Administrator and 
any other person. 

Bulk gasoline terminal means any gas-
oline storage and distribution facility 
that receives gasoline by pipeline, ship 
or barge, or cargo tank and has a gaso-
line throughput of 20,000 gallons per 
day or greater. Gasoline throughput 
shall be the maximum calculated de-
sign throughput as may be limited by 
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compliance with an enforceable condi-
tion under Federal, State, or local law 
and discoverable by the Administrator 
and any other person. 

Equipment means each valve, pump, 
pressure relief device, sampling con-
nection system, open-ended valve or 
line, and flange or other connector in 
the gasoline liquid transfer and vapor 
collection systems. This definition also 
includes the entire vapor processing 
system except the exhaust port(s) or 
stack(s). 

Flare means a thermal oxidation sys-
tem using an open (without enclosure) 
flame. 

Gasoline cargo tank means a delivery 
tank truck or railcar which is loading 
gasoline or which has loaded gasoline 
on the immediately previous load. 

In gasoline service means that a piece 
of equipment is used in a system that 
transfers gasoline or gasoline vapors. 

Monthly means once per calendar 
month at regular intervals of no less 
than 28 days and no more than 35 days. 

Operating parameter value means a 
value for an operating or emission pa-
rameter of the vapor processing system 
(e.g., temperature) which, if main-
tained continuously by itself or in 
combination with one or more other 
operating parameter values, deter-
mines that an owner or operator has 
complied with the applicable emission 
standard. The operating parameter 
value is determined using the proce-
dures specified in § 63.11092(b). 

Pipeline breakout station means a fa-
cility along a pipeline containing stor-

age vessels used to relieve surges or re-
ceive and store gasoline from the pipe-
line for re-injection and continued 
transportation by pipeline or to other 
facilities. 

Pipeline pumping station means a fa-
cility along a pipeline containing 
pumps to maintain the desired pressure 
and flow of product through the pipe-
line and not containing storage vessels. 

Submerged filling means, for the pur-
poses of this subpart, the filling of a 
gasoline cargo tank or a stationary 
storage tank through a submerged fill 
pipe whose discharge is no more than 
the applicable distance specified in 
§ 63.11086(a) from the bottom of the 
tank. Bottom filling of gasoline cargo 
tanks or storage tanks is included in 
this definition. 

Vapor collection-equipped gasoline 
cargo tank means a gasoline cargo tank 
that is outfitted with the equipment 
necessary to transfer vapors, displaced 
during the loading of gasoline into the 
cargo tank, to a vapor processor sys-
tem. 

Vapor-tight gasoline cargo tank means 
the same as the definition of the term 
‘‘vapor-tight gasoline tank truck’’ in 
§ 60.501, except that for this subpart the 
term ‘‘gasoline tank truck’’ means 
‘‘gasoline cargo tank,’’ as defined in 
this section. 

TABLE 1 TO SUBPART BBBBBB OF PART 
63—APPLICABILITY CRITERIA, EMIS-
SION LIMITS, AND MANAGEMENT 
PRACTICES FOR STORAGE TANKS 

If you own or operate Then you must 

1. A gasoline storage tank with a capacity of less 
than 75 cubic meters (m3).

Equip each gasoline storage tank with a fixed roof that is mounted to the 
storage tank in a stationary manner, and maintain all openings in a 
closed position at all times when not in use. 

2. A gasoline storage tank with a capacity of 
greater than or equal to 75 m3.

(a) Reduce emissions of total organic HAP or TOC by 95 weight-percent 
with a closed vent system and control device as specified in 
§ 60.112b(a)(3) of this chapter; or 

(b) Equip each internal floating roof gasoline storage tank according to the 
requirements in § 60.112b(a)(1) of this chapter, except for the secondary 
seal requirements under § 60.112b(a)(1)(ii)(B) and the requirements in 
§ 60.112b(a)(1)(iv) through (ix) of this chapter; and 

(c) Equip each external floating roof gasoline storage tank according to the 
requirements in § 60.112b(a)(2) of this chapter, except that the require-
ments of § 60.112b(a)(2)(ii) of this chapter shall only be required if such 
storage tank does not currently meet the requirements of 
§ 60.112b(a)(2)(i) of this chapter; or 

(d) Equip and operate each internal and external floating roof gasoline stor-
age tank according to the applicable requirements in § 63.1063(a)(1) and 
(b), and equip each external floating roof gasoline storage tank according 
to the requirements of § 63.1063(a)(2) if such storage tank does not cur-
rently meet the requirements of § 63.1063(a)(1). 
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